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                                    B  A  K  T  E  R  I  M - FAB 
 
 
 
  Namena                  BAKTERIM - FAB e sredstvo,aditivkoe se                   
  i  upotreba:         upotrebuva kako za[titno sredstvo pri rabota so       
                                     razladni  te~nosti ,emulzii vo metalostrugarski 
                                     raboti  i igra golema uloga pri zgolemuvaweto na  
                                     rabotniot vek na istite pri pojava na bakterii i 
                                     gabi vo tekot na procesot. 
 
 
Sostav i                BAKTERIM - FAB se sostoi od aminokiselini  
 osobini:               i heterocikli~ni  soedinenija,se rastvoruva vo 
                                     voda i polarni rastvoruva~i,vo site odnosi. 
                                     Biolo[ki e razgradliv.Stabilen alkalen ras - 
                                    tvor , koj ne se dodava vo rastvori koi sodr`at 
                                    fenoli i nitriti.BAKTERIM -  FAB e nazapaliv. 
 
 
Fizi~ko-hemiski                               rN                                                  9.0 
karakteristiki:                                 to~ka na palewe          ne e zapaliv. 
 
 
Upatstvo za        BAKTERIM -  FAB se prepora~uva da se koristi vo 
 upotreba:             koncentracija od 0,5 -  1 % na rabotna emulzija vo 
                                    rastvor.Vo isklu~itelno zarazeni rastvori koncen-  
                                    tracijata mo`e da se zgolemi na 2 %. 
 
 
 
Pakuvawe i        BAKTERIM FAB se pakuva vo 220 lit. bure,50 lit. i 
skladi[tewe    10 lit. plasti~na kanta.Se skladira vo otvoreni pros-  
                                    torii nad 10 S. 
 
 
 
       Proizvedeno po interna norma    
          
 Electrolux 
 





		                                    B  A  K  T  E  R  I  M - FAB






S I N T T E K – M E L 
 


 
S I N T T E K – M E L e sredstvo za ladewe i podma~kuvawe nameneto za 
metalostrugarski raboti vo procesot na obrabotka na crni i oboeni metali 
kako i nivni leguri za se~ewe i brusewe. 
 
S I N T T E K – M E L e sinteti~ko biorazgradliva ladilna te~nost koja ne 
sodr`i nafteni derivati,nitrati,amini. Toj e neotroven, ne ja nadraznuva 
ko`ata pri manipulacija  i ne ja iritira sluzoko`ata pri upotreba.Bitna 
odlika e deka S I N T T E K – M E L e za lesno obrabotlivi materijali koi 
posle obrabotkata  ne korodiraati ne ja gubat bojata. 
Pri raboteweto so S I N T T E K – M E L i pri najslo`enite operacii so 
golemi brzini ne doa|a do zamatuvawe i ne prska vo rabotnata okolina.So   
S I N T T E K – M E L go nemame efektot na penewe vo sistemot. 


 
Fizi~ko-hemiski karakteristiki: 


 
               - Gustina (15oC)                                                             1,06gr./cm3 


               - pH- faktor     3% p-p                                                                 8,9 
               - Boja                                         `olta bistra te~nost 
               - Miris                                                                  karakteristi~en 
               - Baza                                                                                 sinteti~ka 
               -Test na korozija  3%  r-r                                                            0/0 


 
 Upatstvo za upotreba: 
 


Za obrabotka prepora~uvame S I N T T E K – M E L rastvor od 2% do 8 % 
zavisno od vidot na obrabotkata i vidot na materijalot. 


Rastvorot se pravi so obi~na voda. 
 
     Predupreduvawe: 


 
Pred prvata upotreba na S I N T T E K – M E L prepora~uvame temelno 
~istewe na rezervoarot i sistemot na kru`en tek na ma{inata so voda. 


 
                                       Pakuvawe i skladi{tewe: 


 
S I N T T E K – M E L     se pakuva vo plasti~ni buriwa od 208L i 
plasti~niburiwa od 50L (se pakuva vo plasti~nite sadovi poradi polesna 
manipulacija,da se izbegnat izvitkani i.korodirani metalni buriwa ) 


 
Prepora~livo e skladi{tewe vo prostorii so temperatura nad 5oS 


Electrolux-Bitola 
 








 
 
 
 


BAKTERIM-FAB 
 
 
 


Purpose of  Bakterim-fab is a medium,additive which isused as a protective    
     use:                        medium at work with cooling liqvids,emulsions at metalsmiths                                    


operations at appearance of bacteria and mushrooms. 
 
 


Composition and Bakterim-fab is composed of aminoacids and heterocyclix 
characteristic: compounds,is dissolved.Stable alkali and neutral p-p that consist of      


phenols and nitrites. 
 


 
Physical – chemical  Bakterim-fab is unflammable. 
characteristic: PH 9.0 


Burning point: it is unflammable. 
 
 


Usage manual: Bakterim-fab a concentration of 0,5-1% is recommended,of 
operating emulsion in solution.In exclusivety infected solutions,the 
concentration could be increased to 2%. 
 
 


Packing and  Bakterim-fab is packed in 220 L drums,50 L and 10 L plastic 
storage:  can.It is stored in open rooms above 10 C. 
 
 
 
 
                                                                                       Produced by internal norm 


 
 
 
 


              Electrolux-Bitola 
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